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Fast-Fold®

Features

Folding frame, two separate legs
and separate projection screen
fabric.

For use at any desired location,
inside and outside. 

Aluminium frame with projection
screen fabric secured with snaps at
front. 

Black border (5 cm wide) all
around increases perceived clarity
of projected image.

Lightweight, folding frame is easily
set up without tools.  

Frame height is adjustable to
desired viewing height. 

Supplied in robust plastic
transport case on wheels.

Options
˘ Screen fabrics Matte White D and

rear projection screen fabric Da-Tex.
˘ Formats square (1:1), slide (3:2),

video (4:3) and HDTV (16:9).

Accessories 
˘ Matte White D projection screen fabric or

Da-Tex rear projection screen fabric
including protective cover are available
separately. 

˘ Seperately available: fire retardant cotton
velour drapery attached with snaps to 
Fast-Fold® screens to enhance image and
project a professional appearance.

˚ Portable, easily set up tensioned screen (widths up to 427 cm) for use at
any desired location.

Technical characteristics
˘ Aluminium, anodised tubular frame (32x32mm) with handy hinges and corner locking forms

light yet sturdy construction for frame and legs. 
˘ Height adjustable in increments of 15 cm, starting at 5 cm.
˘ Matte White D: vinyl film; gain 1.0 and viewing angle 50° L/R. Seamless until 4.8 m wide.
˘ Da-Tex rear projection screen fabric: translucent, grey vinyl; gain 1.8 and viewing angle 30° L/R.

Seamless until 4.8 m wide.
˘ Projection screen fabrics satisfy the requirements for fire resistance of construction materials

and components.

Screen fabrics
Matte White D Da-Tex

prod.code prod.code

(B) Min.
height
in cm

(C) Max.
height
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Aspect ratio Screen
size

hxw cm

Viewing
size

hxw cm

Nominal
diagonal
cm inches

Net
weight

in kg

Separate screen fabric
Matte White D Da-Tex
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The diagonal sizes listed are approximate in accordance with the market standard. For advice regarding the right size and screen
fabric see page 4-6 or consult the Screen Selector at www.projectascreens.com.


