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The diagonal sizes listed are approximate in accordance with the market standard. For advice regarding the right size and screen
fabric see page 4-6 or consult the Screen Selector at www.projectascreens.com.

HomeScreen Deluxe

Features

Aluminium frame with black velvet
cover absorbs light and prevents
reflection.

Sloping inner side of frame
reduces shadow in image.

Projection screen fabric secured at
rear with snaps.

Deep  black frame (8 cm wide) for
maximum perceived clarity of
projected image.

Simple mounting frame.

Permanent mounting on wall using
materials provided.

Options
˘ Screen fabrics Matte White D and 

High Contrast D.
˘ Formats video (4:3) and HDTV (16:9).

˚ Luxurious, high quality tensioned screen with a sloping, 
black velvet frame.

Technical characteristics
˘ Projecta products satisfy the strictest quality and safety requirements in Europe and are 

CE approved.
˘ Projecta ensures that the quality of its products are monitored by the TÜV/GS programme.
˘ Flat, aluminium frame (3 cm deep) with black velvet can be slid together.
˘ Matte White P: vinyl film with black backing; gain 1,0 and viewing angle 50° L/R.
˘ High Contrast D: grey vinyl film; gain 0,8 and viewing angle 40° L/R.
˘ Da-Tex rear projection screen fabric: translucent grey vinyl; gain 1,8 and viewing angle 30° L/R.

Seamless untill 4,8 m wide.
˘ High Contrast Sound: perforated grey vinyl film with black backing; gain 0,8 and 

viewing angle 45°  L/R.
˘ Projection screen fabric(s) satisfies the requirements for fire safety for building materials and building

components.

NEW: BLACK VELVET

Aspect
ratio

Screen
size

hxw cm

Viewing
size

hxw cm

Nominal
diagonal
cm inches

Screen fabrics
Matte  White  P High Contrast D Da-Tex High Contrast Sound

prod. code prod. code prod. code prod. code

Net
weight

in kg


